
12 volt inverter design

Build a low cost 12V to 220V (DC-AC) Pure Sine Wave Inverter from scratch! The project is based on the

low cost EGS002 SPWM driver board module. The DIY inverter board can handle up to 1kW ...

Here''s a detailed tutorial on building a HIGH POWER 12v to 220v pure sine wave inverter board from

scratch. The project is based on the low cost EGS002 SPWM driver board module.

Here, a simple voltage driven inverter circuit using power transistors as switching devices is build, which

converts 12V DC signal to single phase 220V AC. Outline

Here''s yet another cool DIY inverter idea which is extremely reliable and uses ordinary parts for

accomplishing a high power inverter design, and can be upgraded to any desired power level.

This power inverter is designed for 12v DC, but also can be connected to 24v DC, my goal is 800 watt, strive

to 1000 watt pure sine wave output.

This comprehensive guide will walk you through the theory, components, design considerations, and

step-by-step construction of a reliable 12V to 220V inverter circuit.

Find the circuit diagram for a 12v inverter and learn how it can convert direct current (DC) to alternating

current (AC) for various applications. Understand the components and connections needed to build ...

Build a simple DC to AC power inverter with a 12V battery. Get circuit design, calculations, applications, and

safety tips for reliable inverter use.

In this project, we design and construct a 12V to 220V push-pull inverter. This circuit is specifically designed

to convert 12V DC into 220V DC, making it suitable for powering devices with AC input that ...

What Is A Simple InverterSimple Inverter Circuit Using Cross Coupled TransistorsConstruction

ProcedureUsing IC 4047Using IC 4093Another Simple Nand Gate Inverter Using MOSFETsUsing IC

4060Simplest 100 Watt Inverter For The NewcomersIf you have a single 4060 IC in your electronic junk box,

along with a transformer and a few power transistors, you are probably all set to create your simple power

inverter circuit using these components. The basic design of the proposed IC 4060 based inverter circuit can

be visualized in the above diagram. The concept is basically the same, we us...See more on homemade-circuits

#b_results li.b_ans.b_mop.b_mopb,#b_results li.b_ans.b_nonfirsttopb{border-radius:6px;box-shadow:0 0 0

1px rgba(0,0,0,.05);margin-top:12px;margin-bottom:10px;padding:15px 19px 10px}#b_results

li.b_ans.b_mop.b_mopb .b_sideBleed{margin-left:-19px;margin-right:-19px}#b_results

.b_vidAns{border-radius:6px;box-shadow:0 0 0 1px rgba(0,0,0,.05);padding:16px

Page 1/10



12 volt inverter design

20px;gap:10px;background:#fff}@charset "UTF-8";#b_results

.b_ans.b_vidAns{box-shadow:none!important;padding:var(--smtc-gap-between-content-medium)

0!important;background:var(--bing-smtc-background-ctrl-fade-on-image-stop-0)}#b_results #serpvidans.vsacf

.mc_vtvc,#b_results #serpvidans.vsacf .mc_vtvc_th,#b_results #serpvidans.vsacf .cico,#b_results

#serpvidans.vsacf .mc_vtvc_htb,#b_results #serpvidans.vsacf .vrhc,#b_results #serpvidans.vsacf

.vrhcp,#b_results #serpvidans.vsacf .vrhtc,#b_results #serpvidans.vsacf

.vrhtpc{border-radius:var(--mai-smtc-corner-list-card-default)}#b_results #serpvidans.vsacf .mmlist

.mc_vtvc,#b_results #serpvidans.vsacf .mmlist .mc_vtvc .mc_vtvc_meta{margin:0}#b_results

#serpvidans.vsacf .mmlist .mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_channel,#b_results #serpvidans.vsacf

.mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_row_channel{color:var(--smtc-foreground-content-neutral-primary)}#serpvidans.vsacf,#serpv

idans.vsacf .expctn .expbody,#serpvidans.vsacf

.mmlist{display:flex;flex-direction:column;gap:var(--smtc-gap-between-content-medium)}#serpvidans.vsacf

.cico{height:auto}#serpvidans.vsacf .mc_vtvc_ban_lo{top:0;right:auto}#serpvidans.vsacf .mc_cwvc .mc_vtvc

.mc_vtvc_meta,#serpvidans.vsacf .mmlist .mc_vtvc

.mc_vtvc_meta{height:auto;padding:var(--smtc-gap-between-content-xx-small) 0

var(--smtc-gap-between-content-xx-small)

var(--smtc-gap-between-content-medium);display:flex;flex-direction:column;justify-content:space-between}#

serpvidans.vsacf .mc_cwvc .mc_vtvc .mc_vtvc_meta .mc_vtvc_title,#serpvidans.vsacf .mmlist .mc_vtvc

.mc_vtvc_meta

.mc_vtvc_title{color:var(--smtc-ctrl-link-foreground-brand-rest);font:var(--bing-smtc-text-global-body2);heig

ht:auto;display:-webkit-box;-webkit-line-clamp:2;-webkit-box-orient:vertical}#serpvidans.vsacf .mc_cwvc

.mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_block_area,#serpvidans.vsacf .mc_cwvc .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block,#serpvidans.vsacf .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block_area,#serpvidans.vsacf .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block{display:flex;flex-direction:column;gap:var(--smtc-padding-ctrl-text-side)}#serpvidans.

vsacf .mc_cwvc .mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_block_area .mc_vtvc_meta_row,#serpvidans.vsacf

.mc_cwvc .mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_block .mc_vtvc_meta_row,#serpvidans.vsacf .mmlist

.mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_block_area .mc_vtvc_meta_row,#serpvidans.vsacf .mmlist

.mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_block

.mc_vtvc_meta_row{color:var(--smtc-foreground-content-neutral-primary);height:var(--mai-smtc-padding-car

d-default);font:var(--bing-smtc-text-global-caption1)}#serpvidans.vsacf .mc_cwvc .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block_area .mc_vtvc_meta_row .mc_vtvc_meta_row_channel::before,#serpvidans.vsacf

.mc_cwvc .mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_block .mc_vtvc_meta_row

.mc_vtvc_meta_row_channel::before,#serpvidans.vsacf .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block_area .mc_vtvc_meta_row .mc_vtvc_meta_row_channel::before,#serpvidans.vsacf

.mmlist .mc_vtvc .mc_vtvc_meta .mc_vtvc_meta_block .mc_vtvc_meta_row

.mc_vtvc_meta_row_channel::before{content:" . "}#serpvidans.vsacf .mc_cwvc .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block_area .mc_vtvc_meta_pubdate,#serpvidans.vsacf .mc_cwvc .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block .mc_vtvc_meta_pubdate,#serpvidans.vsacf .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block_area .mc_vtvc_meta_pubdate,#serpvidans.vsacf .mmlist .mc_vtvc .mc_vtvc_meta

Page 2/10



12 volt inverter design

.mc_vtvc_meta_block

.mc_vtvc_meta_pubdate{color:var(--bing-smtc-foreground-content-neutral-tertiary);padding-bottom:0}.vsacf

.mc_cwvc .mc_vtvc_con_rc,.vsacf .mmlist .mc_vtvc_con_rc{display:flex}.vsacf .mc_cwvc .mc_vtvc_con_rc

.mc_vtvc_meta_w,.vsacf .mmlist .mc_vtvc_con_rc .mc_vtvc_meta_w{height:auto}.vsacf

.b_title{padding-left:0}.vsacf .b_title

.mmtitle{font:var(--bing-smtc-text-global-subtitle1-strong);margin-bottom:0}.vsacf .b_title .mmtitle

a::after{content:"";margin:5px 5px 0 0;border-top:2px solid

var(--smtc-foreground-content-neutral-primary);border-right:2px solid

var(--smtc-foreground-content-neutral-primary);background-size:7px

7px;width:7px;height:7px;transform:rotate(45deg);display:inline-block;margin-left:4px}#serpvidans.vsacf

.b_title .mmtitle{margin-bottom:0}#serpvidans.vsacf .b_title .mmtitle

a{color:var(--smtc-foreground-content-neutral-primary)}#serpvidans.vsacf .cardless.mmlist

.mc_vtvc_con_rc,#serpvidans.vsacf .cardless.mmlist .mc_vtvc_th{height:auto}#serpvidans.vsacf

.vsb_tr_c.va_tt{margin:0}#serpvidans.vsacf .vtbc .mv_vtvc_play,#serpvidans.vsacf .vtbc

.mv_vtvc_play_ext{position:static}#serpvidans.vsacf .va_tt

.mc_vtvc_ban_lo{display:block}#serpvidans.vsacf

.mc_bc{width:auto;border-radius:var(--smtc-ctrl-badge-sm-corner);padding:var(--smtc-padding-ctrl-text-side)

var(--smtc-gap-between-content-xx-small)}#serpvidans.vsacf .rmts .mc_bc

ems{display:none}#serpvidans.vsacf a.vsb_tr_t{color:var(--smtc-foreground-content-neutral-primary)}.vsacf

.va_tt .vsb_tr_chd .mc_vtvc_th_dock.rmoverlay{height:36px}.vsacf .va_tt .vsb_tr_chd

.mc_vtvc_th_dock{height:92px;background:linear-gradient(180deg,var(--bing-smtc-background-ctrl-fade-on-i

mage-stop-0) 0%,var(--mai-smtc-background-ctrl-on-image-rest) 100%)}.vsacf .va_tt a.vsb_tr_t{padding:0

0;font:var(--bing-smtc-text-global-body-2-alt-strong)}.vsacf .va_tt .vsb_tr_chd .mc_vtvc

.mc_vtvc_meta,.vsacf .va_tt .vsb_tr_chd .mc_vtvc

.mc_vtvc_title{color:var(--mai-smtc-foreground-ctrl-on-image-rest)}.vsacf

span.vcmt_ctt{font:var(--bing-smtc-text-global-caption2);margin:var(--smtc-gap-between-content-xx-small) 0

0;height:16px}#serpvidans.vsacf .vsb_tr_chd .mc_vtvc_tot .mc_vtvc_title

strong{font-size:14px;line-height:20px;display:unset}#serpvidans.vsacf .va_tt .b_sldrp

.slide:not(:first-child){margin-left:var(--smtc-gap-between-content-small)}#serpvidans.vsacf .va_tt

.vsb_tr_chd .mc_vtvc

.mc_vtvc_title{white-space:normal;display:-webkit-box;-webkit-line-clamp:2;-webkit-box-orient:vertical}#se

rpvidans.vsacf .b_module_expansion_control .b_btnContainer

.b_CompactExpansion{background-color:var(--bing-smtc-background-ctrl-neutral-rest);display:flex;justify-co

ntent:center;align-items:center;gap:4px;width:fit-content;height:auto;padding:8px 12px}#serpvidans.vsacf

.b_module_expansion_control .b_btnContainer .b_CompactExpansion

.b_CompactExpansionBtnText{font:var(--bing-smtc-text-global-caption1-strong);color:var(--bing-smtc-foregr

ound-content-brand-rest)}#serpvidans.vsacf .b_module_expansion_control .b_btnContainer

.b_CompactExpansion .b_arrow{display:flex;margin:0;height:auto}#serpvidans.vsacf

.b_module_expansion_control .b_btnContainer .b_CompactExpansion .b_arrow

path#Shape{fill:var(--bing-smtc-foreground-content-brand-rest)}#serpvidans.vsacf

.b_module_expansion_control

Page 3/10



12 volt inverter design

.b_btnContainer::after{content:"";position:absolute;width:100%;bottom:20px;left:0;height:1px;border-radius:

1px;background:var(--smtc-stroke-ctrl-on-neutral-rest)}#b_results

.b_ans.b_vidAns{box-shadow:none;padding:12px 20px 0}#b_results .b_ans.b_vidAns

.vasac{padding:unset;margin:0}#b_results .b_ans.b_vidAns .vsa .b_attribution{padding-bottom:0}#b_results

.b_ans.b_vidAns .cardless .salink{margin:0}#b_results .b_ans.b_vidAns .mmlist

.mc_vtvc{margin-top:10px}#b_results .b_ans.b_vidAns .mmlist .mc_vtvc

.mc_vtvc_meta{display:flex;flex-direction:column;justify-content:space-between;margin:0 10px 4px

12px}#b_results .b_ans.b_vidAns .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_channel{color:#111}#b_results .b_ans.b_vidAns .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_row_channel,#b_results .b_ans.b_vidAns .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block_area{color:#666}#b_results .b_ans.b_vidAns .mmlist .mc_vtvc .mc_vtvc_meta

.mc_vtvc_meta_block_area{bottom:0;height:unset}.b_dark .vsa.cardless

.mc_vtvc{background-color:unset}.mmtitle>a{display:block}.mc_fh{height:100%;border-radius:6px}.mc_tc_

bs{overflow:hidden}.mmlist .mc_vtvc .mc_vtvc_meta { padding: 12px 16px 16px 16px; } .mmlist .mc_vtvc

.mc_vtvc_meta_w { height: 112px; margin-top: -0px; } .mmlist .mc_vtvc .mc_vtvc_title { height: 44px;

line-height: 22px; margin-bottom: 0px; margin-top: 0px; } .mmlist .mc_vtvc .mc_vtvc_meta_block_area {

height: 40px; } .mmlist .mc_vtvc .vtmu, .mmlist .mc_vtvc .vtpl { bottom: 120px; } .mmlist .mc_vtvc_th_dock

{ height: 112px; } .mmlist .mc_vtvc_th .cico { height: 131px; }

.mc_vtvc{background-color:#fff;box-shadow:0 0 0 1px

rgba(0,0,0,.05);line-height:0;margin:0;position:relative;border-radius:6px;overflow:hidden}.mc_vtvc.noshado

w{box-shadow:none}.mc_vtvc_con_rc{border-radius:6px;overflow:hidden;position:relative}.mc_vtvc>a{colo

r:#71777d;display:block;text-decoration:none;width:100%}.mc_vtvc>a:focus::after{outline:2px solid

#00a89d;width:100%;height:100%;content:";outline-offset:-2px;position:absolute;top:0;left:0}.mc_vtvc_th{ba

ckground-color:#d5d5d5;position:relative}.mc_vtvc_th

.cico{border-radius:0}.mc_vtvc_ban_lo,.mc_vtvc_ban_up{position:absolute;vertical-align:middle}.mc_vtvc_

ban_lo{bottom:0}.mc_vtvc_ban_up{top:0}.mc_vtvc_title{font-weight:normal;margin-bottom:11px;overflow:

hidden;color:#111;height:54px;line-height:18px}.mc_vtvc_title

a{display:inline-block;color:#111}.mc_vtvc_title

a:hover{text-decoration:underline}.mc_vtvc_src_ico{float:left;margin-right:4px}.mc_vtvc_act{height:16px;m

argin-top:-40px;padding:12px

8px;z-index:1}.mc_vtvc_actc{right:16px;bottom:16px;position:absolute;display:inline-block;z-index:1}.mc_v

tvc_act_sep{border-top:1px solid #d5d5d5;height:40px;margin:0 8px}.mc_vtvc_fh

.mc_vtvc_act_sep,.mc_vtvc_fh .mc_vtvc_act{visibility:hidden}#serpvidans

.b_topTitle{margin-bottom:8px}.mc_vtvc_htc{width:100%;height:100%;position:absolute;top:0;bottom:0;left

:0;right:0}.mc_vtvc_htb{width:100%;height:100%;background:rgba(0,0,0,.7);position:absolute;top:0;bottom:

0;left:0;right:0}.mc_vtvc_ht{width:100%;padding:0

16px;line-height:16px;color:#fff;text-decoration:underline;word-break:break-word;box-sizing:border-box;vert

ical-align:middle;text-align:center}.mc-vtvc_th_live_b{background-color:#c80000;color:#fff;display:inline-bl

ock;padding:2px 8px;font:11px/14px

Arial;border-radius:2px;text-transform:uppercase;height:15px;width:26px;position:absolute;left:8px;top:110p

x}.isvctrl .isv

Page 4/10



12 volt inverter design

.mc_vtvc_ban_up{left:0;right:initial}.mc_vtvc_ban_lo,.mc_vtvc_ban_up{right:0}.vt_text.b_lRight

.b_lLeft{margin:0 0 0 1px;height:14px;line-height:14px;padding:2px

8px;background:rgba(0,0,0,.75);border-radius:2px;font-weight:bold}.mc_vthtb{width:100%;height:100%;bac

kground:rgba(0,0,0,.7);position:absolute;top:0;bottom:0;left:0;right:0;display:table}.mc_vtht{width:100%;pad

ding:0

16px;line-height:16px;color:#fff;text-decoration:underline;word-break:break-word;box-sizing:border-box;vert

ical-align:middle;text-align:center;display:table-cell}.vt_text.b_lRight .b_lLeft{margin:0 0 0

1px;height:14px;line-height:14px;padding:2px

8px;background:rgba(0,0,0,.75);border-radius:2px;font-weight:bold}.emptyStyleForDebuggingPurpose{top:0

}.emptyStyleForDebuggingPurpose{top:0}.mc_vtvc_center_play{width:32px;height:32px;background-size:c

ontain;position:absolute;margin:auto;bottom:0;top:0;left:0;right:0;box-shadow:none;border-radius:0}.mc_vtvc

_center_play.rmvbg{width:32px;height:32px;background-image:none}.mc_vtvc_htb,.mc_vtvc_ht{display:no

ne}.vt_onhv .mc_vtvc_htb{display:table}.vt_onhv

.mc_vtvc_ht{display:table-cell}.mc_vtvc_center_play{display:inline-block}.vt_onhv

.mc_vtvc_center_play{display:none}.mc_vtvc .vtmu,.mc_vtvc .vtpl{bottom:163px}.vsarf .mc_vtvc

.vtmu,.vsarf .mc_vtvc .vtpl{bottom:122px}.svarh #mmcar .mc_vtvc .vtmu,.svarh #mmcar .mc_vtvc

.vtpl{bottom:137px}.svarht #mmcar .mc_vtvc .vtmu,.svarht #mmcar .mc_vtvc

.vtpl{top:8px;left:8px}.mc_vtvc_center_play{background-image:url(data:image/svg+xml,%3Csvg%20width

%3D%2232%22%20height%3D%2232%22%20viewBox%3D%220%200%2032%2032%22%20fill%3D%22

none%22%20xmlns%3D%22http%3A%2F%2F%2F2000%2Fsvg%22%3E%0D%0A%20%20%20%20%3Cr

ect%20width%3D%2232%22%20height%3D%2232%22%20rx%3D%2216%22%20fill%3D%22black%22%

20fill-opacity%3D%220.6%22%2F%3E%0D%0A%20%20%20%20%3Cpath%20d%3D%22M14.2354%201

0.1923C13.2355%209.62986%2012%2010.3524%2012%2011.4997V20.5C12%2021.6472%2013.2355%202

2.3698%2014.2354%2021.8073L22.2356%2017.3073C23.2551%2016.7339%2023.2551%2015.2661%2022.

2357%2014.6926L14.2354%2010.1923Z%22%20fill%3D%22white%22%20fill-opacity%3D%220.9%22%2

F%3E%0D%0A%3C%2Fsvg%3E)}.mmlist .mc_vtvc{margin:10px 1px 0}.mmlist

.mc_vtvc_con_rc{display:flex}.cardless .mmlist .mc_vtvc_con_rc{height:112px}.mmlist .mc_vtvc

.mc_vtvc_meta{display:flex;flex-direction:column;justify-content:space-between;margin:0 10px 4px

12px;padding:0}.mmlist

.mc_vtvc_title{font-weight:400;font-size:16px;height:44px;line-height:22px;margin-bottom:0;margin-top:0;c

olor:unset}.mmlist .mc_vtvc_meta_row{font-size:13px}.mmlist .mc_vtvc

.mc_vtvc_meta_block_area{height:unset}.mmlist .mc_vtvc .vtmu,.mmlist .mc_vtvc

.vtpl{bottom:8px}.cardless .mmlist .mc_vtvc{box-shadow:none}.cardless.mmlist

.mc_vtvc_center_play{width:32px;height:32px}.cardless.mmlist

.mc_vtvc_title{font-size:16px;color:unset}.cardless.mmlist

.mc_vtvc_meta_row{line-height:20px}.cardless.mmlist

.mc_vtvc_meta_pubdate{padding-bottom:2px;color:#666}.cardless.mmlist .mc_vtvc_th,.cardless.mmlist

.mc_vtvc_th .cico,.cardless.mmlist .mc_vtvc_th div.rms_img{border-radius:6px}.cardless.mmlist

.mc_vtvc_th{height:111px}.cardless.mmlist

.mc_vtvc_htc{border-radius:6px;overflow:hidden}#serpvidans.vasac.cardless{box-shadow:none}.cardless.m

mlist .mc_bc{padding:2px 8px;line-height:14px;border-radius:2px;font-weight:normal}.mmlist

Page 5/10



12 volt inverter design

.mc_vtvc:hover

.mc_vtvc_title{text-decoration:underline}.mc_vtvc_meta{box-sizing:border-box;display:inline-block;line-hei

ght:18px;position:relative;width:100%}.mc_vtvc_meta_block{bottom:0;position:absolute;width:100%}.mc_v

tvc_meta_row{line-height:16px;font-size:11px;height:17px;overflow:hidden;text-overflow:ellipsis;white-spac

e:nowrap}.mc_vtvc_meta_row a{display:inline-block}.mc_vtvc_meta_row

a:hover{text-decoration:underline}.mc_vtvc_meta_block_area{position:relative}.mc_vtvc_meta_block,.mc_v

tvc_meta_block a{color:#444}.b_dark

.mc_vtvc_meta_block{color:#edebe9}.mc_vtvc_meta_row>:nth-of-type(n+2)::before{content:" .

"}.mc_vtvc_meta_row .mc_vtvc_meta_row_channel::before{content:" >

"}.mc_vtvc_kmt_title{line-height:18px;padding-bottom:4px;font-weight:bold;color:#00809d;text-transform:u

ppercase;font-size:11px}.mc_vtvc_kmt,.mc_vtvc_con_rc.onhov .wkmt

.mc_vtvc_meta_row,.mc_vtvc_con_rc.onhov .wkmt .tibc_tt{display:none}.mc_vtvc_con_rc.onhov .wkmt

.mc_vtvc_title{max-height:18px;margin-bottom:18px;overflow:hidden}.mc_vtvc_con_rc.onhov.mmsts

.mc_vtvc_title{visibility:hidden}.mc_vtvc_con_rc.onhov

.mc_vtvc_kmt{display:block}.mc_vtvc_kmt_content

.b_factrow{line-height:17px;font-size:11px;max-height:34px;overflow:hidden;text-overflow:ellipsis;padding:

0 16px 0 0;color:#444}.mc_vtvc_meta

.mc_vtvc_kmt_title{line-height:18px}.mc_vtvc_title:hover{text-decoration:none}.mc_vtvc_meta_pubdate{co

lor:#444;padding-bottom:3px}.mc_vtvc_meta_channel{color:#444}.mc_vtvc_meta_w,.mc_vplvc_meta_w{po

sition:relative}.mc_vtvc_meta_bg_w,.mc_vplvc_meta_bg_w{height:100%;width:100%;overflow:hidden;posit

ion:absolute;top:0}.mc_vtvc_meta_bg_w .cico,.mc_vplvc_meta_bg_w

.cico{border-radius:0;overflow:visible}.dg_u .mm_vidch_th_c{overflow:visible}.dg_u .mm_vidch_th_bg

img{margin-top:-20px}.emptyStyleForDebuggingPurpose{top:0}.mc_vtvc_meta_w

.mc_vtvc_meta{background:rgba(255,255,255,.75)}.mc_vtvc_meta_bg_w img,.mc_vtvc_meta_bg_w

.mc_vtvc_cb_w{filter:blur(25px);transform:scale(1.2)}body{--video-metadata-channel-color:#3c3c3c}body.b

_dark{--video-metadata-channel-color:unset}.vsarf .mc_vtvc_meta_pubdate{color:unset}.vsarf

.mc_vtvc_meta_channel{color:var(--video-metadata-channel-color)}.vsarf .mc_vtvc .mc_vtvc_meta_w

.mc_vtvc_title,.vsarf .mc_vtvc .mc_vtvc_meta_w .mc_vtvc_title strong{font-weight:bold}.vsarf

.mc_vtvc_meta_w .mc_vtvc_meta_row{font-size:13px}.emptyStyleForDebuggingPurpose{top:0}.vsarf

.mc_vtvc_th

.cico{height:132px}.emptyStyleForDebuggingPurpose{top:0}.emptyStyleForDebuggingPurpose{top:0}.empt
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.video_metadata_container,#serpvidansrr #vidans2 .b_videocard .video_metadata_container

.video_metadata>h3{width:100%}@media(max-width:1362.9px){#serpvidansrr
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